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Objective

Robotica in-ground light with beacon offers a resourceful, indirect light option for all landscape lighting needs. The light body adopts the aluminium alloy
moulding, surfaced with anodizing treatment. Faceplate uses 5050 aluminum grade and the lampshade adopts high strength toughened glass. The light is
bright, pure and uniform and the effect in the outdoor application is very good looking.

Obiettivo

La luce interrata Robotica con faro offre un'opzione di luce indiretta piena di risorse per tutte le esigenze di illuminazione del paesaggio. Il corpo leggero
adotta lo stampaggio in lega di alluminio, emerso con trattamento di anodizzazione. Il frontalino utilizza il grado di alluminio 5050 e il paralume adotta un
vetro temperato ad alta resistenza. La luce ¢ brillante, pura e uniforme e I'effetto nell'applicazione esterna & molto bello.

Housing - Made of High corrosion resistant die cast aluminium housing with 5050

aluminum grade trim with silicon & rubber gasket for IP 67 protection.
Diffuser - Tempered Glass diffuser specially for LED

LED - reducing energy consumption with L80/B10/F10 50,000 hrs lifetime.
Standards - manufactured in accordance with EN 60598-1 and 60598-2-1.
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In a continuing effort to offer the best product possible, we reserve the right to change, without notice, specifications or materials that in our opinion will not
alter the function of the product. Specification sheets found at www.romaluce.it are the most recent versions and supercede all other printed or electronic versions.
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