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Objective

High resistant linear in-ground luminaire, suitable for many hard-scape applications and special for porphyry pavements. The high efficiency LED source
ensures an emitted light powerful and the opal diffuser ensures a pleasant, homogeneous and comfortable effect at the same time. The item helps to save
energy, and so money, thanks to its advanced technology.

Obiettivo

Apparecchio lineare da terra ad alta resistenza, adatto a molte applicazioni a forte impatto e speciale per pavimentazioni in porfido. La sorgente LED ad
alta efficienza garantisce una luce emessa potente e il diffusore opale garantisce allo stesso tempo un effetto piacevole, omogeneo e confortevole.
L'articolo aiuta a risparmiare energia e quindi denaro, grazie alla sua tecnologia avanzata.

Housing - Made of 316 high corrosion stainless steel body sealed with silicon & rubber

gasket for IP 67 protection.

Diffuser - Tempered frosted glass diffuser specially for LED

LED - reducing energy consumption with L80/B10/F10 50,000 hrs lifetime.
Standards - manufactured in accordance with EN 60598-1 and 60598-2-1

Accessories- Recessed high corrosion stainless steel box. *-\“\
CODE WATTAGE  LUMEN SIZE mm D
1102107 W 630Im 500 X 34 X90H 90 X 500
1102115 15W 1350im 1000 X 34 X 90H 90 X 1000
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In a continuing effort to offer the best product possible, we reserve the right to change, without notice, specifications or materials that in our opinion will not
alter the function of the product. Specification sheets found at www.romaluce.it are the most recent versions and supercede all other printed or electronic versions.
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