SUSPENDED LIGHT BALAOVALEN
romaluce.itp

Objective

BALA OVALEN led is the splendid and conclusive result of constant advancements made in the classic BALA collection. Perfectly arranged right down to
the last detail, it sets new standards in the fields of LED lighting technology, energy efficiency and design. Fitted with highly efficient LEDs, this light fitting
gives modern architecture an extraordinary sense of innovation and exclusivity. Light is split by two diffusing area to cove wider application areas

Obiettivo

BALA OVALEN LED ¢ lo splendido conseguente risultato dei costanti progressi fatti nella classica collezione Bala. Perfettamente rifinito sino all'ultimo
dettaglio, stabilisce nuovi standard nel campo della tecnologia LED, dell'effcienza energetica e del design. Equipaggiata di LED ad alta efficienza, questa
luminaria da all'architettura moderna uno straordinario senso di innovazione ed esclusivita. La luce proviene da due separeate aree diffondenti per coprire

aree pit ampie.

Housing - High pure Extruded aluminum, anodized finish or powder coated RAL colors.

Diffuser - PMMA opal polycarbonate diffuser specially for LED

LED - reducing energy consumption with L80/B10/F10 50,000 hrs lifetime.
Standards - manufactured in accordance with tested as per PTPS IEC 62722
Mounting Methods - Suspension system with steel wires and height adjustable.
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In a continuing effort to offer the best product possible, we reserve the right to change, without notice, specifications or materials that in our opinion will not
alter the function of the product. Specification sheets found at www.romaluce.it are the most recent versions and supercede all other printed or electronic versions.
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